
Glazerite UK Group Ltd are a leading 
national trade fabricator of UPVC windows 
and doors including VEKA, Halo, 
Deceuninck and Residence.

Now a trusted supply partner of the 
UniFOLD+ Bi-fold door.

39-43 Rixon Court
Finedon Rd Industrial Estate
Wellingborough
Northamptonshire
NN8 4BA

Tel: (01933) 443222
Fax: (01933) 443244
Email: sales@glazerite.net

Aluminium Bi-fold Door



FRAME DEPTH 80 mm

GLAZING THICKNESS 25-48 mm

GLAZING METHOD Internally Beaded

GLAZING Double or Triple

FINISHES  Single or Dual.  All RAL Colours

STANDARD 46.5 mm

LOW 28.5 mm

I N S TA L L  E F F O R T L E S S LY 

W I T H  T H E  U N I F O L D  H I

U-VALUE From 0.8 W/m2K

AIR PERMEABILIT Y Class 4

WATER TIGHTNESS Class E750

WIND RESISTANCE Class C3

S L I M  1 1 0 MM  G L A S S  TO  G L A S S  S I G H T L I N E S

MOD E R N  S Q UA R E  LOO K

CO LOU R -M ATCH ED  H A R DWAR E

F U L LY  O P E N A B L E  C O R N E R S

DOU B L E  O R  T R I P L E  G L A Z I N G

PA S 2 4  C E R T I F I E D  O P T I O N S

MU LT I - P O I N T  LO C K I N G

B F R C  R AT I N G  A + +  T R I P L E  G L A Z E D *

A D J U S TA B L E  J AM B  O P T I O N

U  VA LU E  F R OM  0 . 8  W /M 2 K

PAS24          Yes 

MULTI-POINT LOCKING          Yes

ENHANCED SECURITY

PERFORMANCE

THRESHOLD HEIGHT

Meet the Unifold HI, our new Bifold door 
with 110mm glass-to-glass sightlines,  
pre-gasketed snap-in glazing beads for 
effortless installation, options for PAS24 
Certification and U values from as low 
as 0.8 W/m2K

1200 mm 

3000 mm 

120 kg

Maximum Panel Width 

Maximum Panel Height 

Maximum Panel Weight

*on request

sales@glazerite.co.uk www.glazerite.co.uk




